Teletype Corporation Specification $-5345 
Chicago, Illinois, U.S.A. Issue 6 
December, 1943 


U,_S. ARMY SIGNAL CORPS 
PRINTERS TG-7-A, TG-7-B AND TG-37-B 
WITH CHESTS CH-50-A AND CH—50-B 
AND CHESTS CH-62-A AND CH-62-B 


General Description 


The U, S, Army Signal Corps, portable sending-receiving printing 
telegraph sets, TG-7-A, TG-7~B, and TG-37-B, herein described each include 
a printer and two carrying cases. The printer consists of a Teletype 
Model 15 printer base, keyboard, with radio filter, typing unit, motor 
unit with radio filter, and cover. A radio filter connected in the 

poner leads of all TG-37-B printers, and 1G-7-B printers of later 
manufacture, provides additional radio interference suppression, The 
base, keyboard, motor unit and cover, are carried in chest CH-50. The 
typing unit, is carried in chest CH-62, 


The TG-7-A and TC-7-B printers are arranged for ordinary 
message communication service and the TG-37-B printers are arranged for 
weather report service, 


An automatic 
remote motor control feature is provided whereby the motors of all print 
on the circuit may be started by momentarily opening the signal line and 
stopped by transmitting the "upper case H" signal combination from the 
keyboard at any station, Printing on "upper case H" is suppressed, 


For weather report service, (1G-37-B), the "upper case" (or 
figures") positions of the printer type and keyboard keys carry the 
ten digits and necessary weather symbols, The printer is arranged 
print and space on the "upper case blank" combination, and suppre: 
printing and spacing on "lower case blank." The "carriage return" and 
"Line feed" functions are effective in the "lower case" (or letters") 
positions only. The printer is adjusted to print 76 characters per 
line, The automatic remote motor control feature on this printer is 
arranged so that all motors on the circuit may be started by momentarily 
opening the signal line as in the TG-7 printers. However, to stop the 
motors it is necessary to transmit "upper case BLANK and H" combinations 
from the keyboard at any station, The "minus or hyphen" on "upper ca: 
BLANK" and the north wind symbol on "upper case H" will be printed, 


Note: The manual includes two issues of Specification S-5408, 
Issue 1 covers the instructions for use of printers TG-7-A and TC-7-B of 
earlier manufacture in which the typing unit is attached to chest CH-62-B 
base by means of i mounting screws. Issue 2 covers the TC-37-B and 
those TC-7-B printers having three clamps and locating blocks on the 
mounting frame substituted for the 4 screws. 
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‘Two line cords attached to the printer base are provided for 
connection to a line box (Signal Corps BE=77 or equivalent, not 
furnished by Teletype Corporation) and a third cord is for connection 
to the power outlet. A switch, accessible through a hole in the front 
of the printer cover, is provided for controlling the power to the 
printer motor, 


A resistor assembly with switch is located on the right side 
of the printer base, These resistors may be switched in series with the 
motor power to permit operation on various power supplies, as follows: 


TG-7-A Position of Switch 
115 volts DC or AC 25 cycles, or up 
115 volts AC 50-60 cycles down 
TG-7-B_and_TG-37-B 
115 volts AC 40 cycles, or up 
115 volts DC or AC 25 cycles, or center 
115 volts AC 50-60 cycles down 


‘The following features, present on printers TG-7-A have been 
omitted from printers TC-7-B and TG-37-B: 


1. Motor control relay for separate line motor control. 

2, Polar neutral switching key. 

3, Line relay mounting with associated resistors, spark suppression 
condenser and radio filter. 

4, Tuning fork (for setting motor speed) with holder. 


‘These features are not normally required in the service for 
which printers T0-7 and 1G-37, with chests, are intended. However, in 
case need should arise, the procedure for operation of printer TG~' 
(with features Nos, 2 and 3 restored) with Teletype 2Y-30 (W.E. Co. 

255-A) or RY28 (W.E. Co, 215-H) relays and other fixed station equipment 
(metal tables and dry disc rectifiers) is covered in Specification S-5346, 


The procedure for operation of printers TG-7-8 or TG-37-B in a 
Like manner, requires the installation of a set of parts and is covered 
by Specification S-540h. 
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